


TECHNICAL SPECIFICATION

PE Pipe Cutter 32 mm, 63-125 mm, 180-250 mm and PE 
Pipe Cutter 315 mm 

1. Scope:

2 General   



3. Design  



TECHNICAL SPECIFICATION 

Alignment Clamp 250 mm

1. Scope:  

2. General   



3. Design 



TECHNICAL SPECIFICATION 

Multi kit Clamp (90mm-180 mm)

1. Scope:  

2. General   



3. Design 



TECHNICAL SPECIFICATION 

Window Clamp 63 mm

1. Scope  

2. General   



3. Design 



TECHNICAL SPECIFICATION 

Strap Loader 63-400 

1. Scope  

2. General  



3. Design 



TECHNICAL SPECIFICATION 

Barometer

Pressure media:

Presser Range:

Display overload:

Resolution:

Temperature range:

6. Power supply: 

AA

Ni cad

7. Carrying case 

8. Operating, calibration & service manuals 

9. Test certificate 



TECHNICAL SPECIFICATION 

Mercury Gauge 

1. Type

2. Pressure Range

3. Resolution: 

4. Scale length: 

5. Width:

6. Indicating liquid: 

7. Connector

8. backing board 

9. carrying case 

10.Test certificate



TECHNICAL SPECIFICATION 

BUTT FUSION MACHINES 

Item                                                                                                     specification                                             Units 

Input supply                                  220V Units                            195-260                                              Vac 

Diameter range                            Gator 250                               63~250                                              mm

                                                     Gator 315                              125-315 

     Gator 400  180-400

SDR range                                   Typical                                   7.25, 7.4, 9, 11, 13, 17, 
                                                                                                   17.6, 26, 32 plus 
                                                                                                   Capability for special SDR 
Operating temperature                 Range                                    0 ~   +45                                                 °C
Storage temperature                    Range                                   -15 ~ +50                                                 °C

Environmental protection                                                            IP54 

Sequence details                         Trim                                        Automatic 

                                                     Check (Slippage)                   Automatic 
                                                     Check (Alignment)                 Manual visual inspection 
                                                     Bead-up phase                      Automatic 

                                             Soak phase                           Automatic 
                                        Heater removal                      Automatic 

                                                     Pressure build-up                  Automatic 
                                                     Fusion phase                         Automatic 
                                                    Cooling phase                        Automatic 
Heater removal time                                                                   < 3                                                 Seconds 

Database                                     Capacity                                 > 600                                             Records 
                                                  Retrieval                                 Data Socket 

                                           Lifetime                                   >10                                                Years 
                                                    Fusion data                            Active 
                                                    Traceability                            Active 
Printer                                                                                        Available 

Fast Data Transfer                                                                    Available 

Welding standard                          Gas BG standard  
                                                      Water    standard



Document Required 

Special requirement 



TECHNICAL SPECIFICATION 

Electro fusion Control Box 

1. SCOPE:

2. TECHNICAL SPECIFICATIONS:

Operating mode: 

Input voltage: volts

Hz

Output voltage: 0.5 

Operating Temp.: ° +45°C  



2.5 Timer range: 

Input Protection: 

Display: 

Interface Language: 

Input cable length: 

Output cable length: 

Degree of protection: 1P

2.12 The control box shall be equipped with Emergency Stop Push Button 

2.13 Output power shall be sufficient to fuse all fittings up to 315 mm 

3. DESIGNAND CONSTRUCION:

2754.  

3.5



Special requirement 
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   - Availability of spare parts 

   - After sales service center



   - Availability of spare parts 

   - After sales service center
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